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Generalità

Caratteristiche tecniche
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Duct Fan  

DV 
Dimensions

Description
DV duct fan is used to blow and exhaust air to/from ventilation 
ducts. DV is connected with round ducts by male couplings.

Insulation class: class B, class F
Maximum temperature for our DV fan is +40Co, and minimum 
temperature is -20Co.
Ingress protection: IP55
 

Example identification
Product code: DV   - aaa

type
ØA

http://www.ventilation-alnor.co.uk/index/Products_en/duct-fans,-roof-fans/

* due to the adjustment of standards ErP fans, lots of fans 
may be different technical data - up to date and 100% 
accurate data on the rating plate of the fan

Type
A

[mm]
B

[mm]
C1

[mm]
C2

[mm]
D

[mm]
E

[mm]
F

[mm]

DV-100 245 97 22 22 197 273 268

DV-125 245 122 20 20 188 273 268

DV-150 272 147 23 25 192 286 295

DV-160 272 157 23 25 192 286 295

DV-200 330 196 30 28 230 380 352

DV-250 330 247 30 28 227 380 352

DV-315 400 313 30 30 285 415 422

DV-355 400 352 30 30 378 415 422

Cassa ventilatore
• lamiera d’acciaio zincata

Portata d’aria:
• da 240 a 1450 m3/h

Range di temperatura:
• -20°C a +40°C

Grado di protezione:
• IP55

Potenze assorbite:
• da 80 a 190 Watt

PRO:
• bassa rumorosità 
• installabili sia in ventilazione che in aspirazione

Ventilatore centrifugo in linea con cassa in lamiera d’acciaio zincata, 
a pale rovesce e motore a rotore esterno. 
Adatto per piccoli e medi impianti di estrazione aria viziata: bagni, 
uffici, locali commerciali, ristoranti, abitazioni, locali di ritrovo, cappe 
da cucina.

Ventilatore Centrifugo In Linea VL 

ø A
mm

B
mm

C1
mm

C2
mm

D
mm

E
mm

F
mm

100 245 97 22 22 197 273 268

125 245 122 20 20 188 273 268

150 272 147 23 25 192 286 295

200 330 196 30 28 230 380 352

250 330 247 30 28 227 380 352

315 400 313 30 30 285 415 422
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Duct Fan  

DV 
Dimensions

Description
DV duct fan is used to blow and exhaust air to/from ventilation 
ducts. DV is connected with round ducts by male couplings.

Insulation class: class B, class F
Maximum temperature for our DV fan is +40Co, and minimum 
temperature is -20Co.
Ingress protection: IP55
 

Example identification
Product code: DV   - aaa

type
ØA

http://www.ventilation-alnor.co.uk/index/Products_en/duct-fans,-roof-fans/

* due to the adjustment of standards ErP fans, lots of fans 
may be different technical data - up to date and 100% 
accurate data on the rating plate of the fan

Type
A

[mm]
B

[mm]
C1

[mm]
C2

[mm]
D

[mm]
E

[mm]
F

[mm]

DV-100 245 97 22 22 197 273 268

DV-125 245 122 20 20 188 273 268

DV-150 272 147 23 25 192 286 295

DV-160 272 157 23 25 192 286 295

DV-200 330 196 30 28 230 380 352

DV-250 330 247 30 28 227 380 352

DV-315 400 313 30 30 285 415 422

DV-355 400 352 30 30 378 415 422

øA
øB

øB

F

D

C1
C2

E
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Dati tecnici

Come ordinare

Ventilatore centrifugo in linea

Diametro ø

VL 100

Ventilatore Centrifugo In Linea VL 

Modello Portata
[m3/h]

Assorbimento
[W]

Corrente
[A]

Velocità di 
rotazione
[giri/min]

Livello di 
rumorosità

[dB]

VL-100 240 80 0,3 2610 50

VL-125 315 80 0,36 2325 55

VL-150 420 85 0,38 2425 55

VL-200 735 95 0,43 2280 55

VL-250 1010 124 0,56 2500 57

VL-315 1450 190 0,9 2560 65

640

 A
ux

ili
ar

y 
Eq

ui
p

m
en

t 
an

d
 A

cc
es

so
ri

es

ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.

Download Wentyle
Download AlnorCAM

Buy via B2B

Download Wentyle
Download AlnorCAM

Buy via B2B

Duct Fan  

DV 

DV-100 DV-125

DV-150 DV-160

Technical data
Type

Voltage
[V]

Frequency
[Hz]

Power
[W]

Current
[A]

Speed
[rpm]

Air flow
[m3/h]

Noise level
[db]

Weight
[kg]

DV-100 230 50 80 0,3 2610 240 50 2,6

DV-125 230 50 80 0,36 2325 315 55 2,7

DV-150 230 50 85 0,38 2425 420 55 3,2

DV-160 230 50 90 0,4 2385 390 55 3

DV-200 230 50 95 0,43 2280 735 55 4,4

DV-250 230 50 124 0,56 2500 1010 57 4,9

DV-315 230 50 190 0,9 2560 1450 65 6,8

DV-355 230 50 123 0,63 1420 1300 66 9
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DV-200 DV-250

DV-315 DV-355

Duct Fan  

DV 
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Duct Fan  

DV 

DV-100 DV-125

DV-150 DV-160

Technical data
Type

Voltage
[V]

Frequency
[Hz]

Power
[W]

Current
[A]

Speed
[rpm]

Air flow
[m3/h]

Noise level
[db]

Weight
[kg]

DV-100 230 50 80 0,3 2610 240 50 2,6

DV-125 230 50 80 0,36 2325 315 55 2,7

DV-150 230 50 85 0,38 2425 420 55 3,2

DV-160 230 50 90 0,4 2385 390 55 3

DV-200 230 50 95 0,43 2280 735 55 4,4

DV-250 230 50 124 0,56 2500 1010 57 4,9

DV-315 230 50 190 0,9 2560 1450 65 6,8

DV-355 230 50 123 0,63 1420 1300 66 9
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Duct Fan  

DV 

DV-100 DV-125

DV-150 DV-160

Technical data
Type

Voltage
[V]

Frequency
[Hz]

Power
[W]

Current
[A]

Speed
[rpm]

Air flow
[m3/h]

Noise level
[db]

Weight
[kg]

DV-100 230 50 80 0,3 2610 240 50 2,6

DV-125 230 50 80 0,36 2325 315 55 2,7

DV-150 230 50 85 0,38 2425 420 55 3,2

DV-160 230 50 90 0,4 2385 390 55 3

DV-200 230 50 95 0,43 2280 735 55 4,4

DV-250 230 50 124 0,56 2500 1010 57 4,9

DV-315 230 50 190 0,9 2560 1450 65 6,8

DV-355 230 50 123 0,63 1420 1300 66 9

VL-100

VL-200 VL-250 VL-315

VL-125 VL-150
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Prezzi

PL
EN

U
M

 P
ER

 C
A

N
A

LI
ZZ

A
BI

LE
V

EN
TI

LA
ZI

O
N

E 
M

EC
CA

N
IC

A
 

CO
N

TR
O

LL
AT

A
M

O
TO

RI
 B

EL
IM

O
TE

RM
O

ST
AT

I 
A

CC
ES

SO
RI

 
E 

RI
CA

M
BINota bene:

I prezzi indicati sono espressi in Euro, possono essere modificati senza preavviso e si intendono sempre resa franco nostro stabilimento. Tali quotazioni 
si riferiscono alla sola merce senza imballo salvo diversa indicazione all’interno del listino. I materiali che saranno ordinati a frazione di confezione 
avranno un aumento pari al 15% (quindici) sul prezzo di listino.

Note

CODICE €

Ventilatore centrifugo in linea

VL Ventilatore Centrifugo In Linea 

VL-100 150,15€

VL-125 167,15€

VL-150 183,45€

VL-160 196,90€

VL-200 224,87€

VL-250 252,14€

VL-315 299,19€


