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Generalità

Caratteristiche tecniche

Le porte di accesso per canali circolari INOX si adattano a quasi tutti 
i diametri di condotti tondi e spiroidali, da 68 a 1800 mm.
Le dimensioni delle portine di accesso soddisfano i requisiti della EN 
12097 e possono essere realizzate su misura in base alle specifiche 
individuali se sono richieste aperture di accesso più grandi di quelle 
definite negli standard industriali. 
Le portine di accesso INOX offrono una resistenza fino a 300˚C. Le 
guarnizioni standard sono realizzate in PE.

BLC-Ibotola accesso canale lamiera circolare botola accesso canale lamiera 
circolare

PRO:
•	 notevole resistenza alla corrosione
•	 Il profilo della guarnizione in gomma aiuta a chiudere la 

porta di accesso al condotto senza ponti termici.

Caratteristiche materiale:
•	 lamiera acciaio INOX di forte spessore

Reazione al fuoco:
•	 classe 0

Installazione:
•	 viene installata nell'apertura realizzata utilizzando la dima di taglio fornita con il prodotto

Dimensionali

BLC ød nom
mm

A
mm

B
mm

peso
kg

ø
range

100 180 80 0,3 96-105
125 180 80 0,3 121-130
140 200 100 0,4 130-155
160 200 100 0,4 156-190
200 200 100 0,4 191-240
250 200 100 0,4 241-300
315 200 100 0,4 301-360

A

Bød

A e B - dimensioni del foro che deve essere eseguito sul canale

619
ALNOR® ventilation systems

is a registered trademark protected by a technical patent. All modification rights reserved.
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A and B are the dimensions of the opening to be made in 
the duct wall.

Ød nom 
(mm)

A 
(mm)

B
(mm)

Weight
(kg)

Diameter 
range

80 180 80 0.3 76-85

100 180 80 0.3 96-105

125 180 80 0.3 121-130

140 180 80 0.4 130-155

150 180 80 0.4 130-155

160 180 80 0.4 156-190

180 200 100 0.4 156-190

200 200 100 0.4 191-240

224 200 100 0.4 191-240

250 200 100 0.4 241-300

280 200 100 0.4 241-300

300 200 100 0.4 301-360

315 200 100 0.4 301-360

355 300 200 1.0 341-380

400 300 200 1.0 381-420

450 300 200 1.0 421-470

500 300 200 1.0 471-530

560 400 300 2.0 531-600

630 400 300 2.0 601-670

710 400 300 2.0 671-750

800 400 300 2.0 751-850

900 400 300 2.0 851-950

1000 500 400 4.2 951-1060

1120 500 400 4.2 1061-1180

1250 500 400 4.2 1181-1320

1400 500 400 7.1 1321-1500

1500 500 400 9.5 1421-1600

1600 500 400 11.2 1501-1800

Product code example
Product code: IPR-RRD  -  aaa

type
Ød

Description
The IPR-RRD access doors of the METU System for round ducts 
are the most versatile access opening closures. They fit nearly 
all diameters of spiral ducts — from 68 to 1800 mm — and are 
made from various materials such as galvanized steel sheet and 
stainless steel. The access door sizes meet the requirements 
of EN 12097 and can be tailor-made according to individual 
specifications if access openings larger than those defined in 
industrial standards are required. The METU System covers a 
range of different gasket types and materials;  as a result, the 
IPR-RRD access doors made from stainless steel sheet offer 
resistance up to 300˚C. Standard gaskets are made from PE.

Other types of available IPR-RDD access doors:
IPR-RRD-K  - access door made from stainless steel sheet
IPR-RRD-A  - access door made from aluminium sheet
IPR-RRD-I  -access door for insulated ducts 
 (when ordering, specify the insulation layer  
 thickness – between 20 and 25 mm).
IPR-RRD-HT  - access door with ceramic gasket 

with temperature resistance up to +300˚C

Available materials — Product code examples
IPR-.RRD-.. - galvanized steel sheet 
IPR-.RRD-K-... - 1.4301/304 stainless steel sheet

METU access door for spiral ducts 

IPR-RRD
Dimensions
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Prezzi

CODICE €

Primo filtro prezzi

Note

Nota bene:
I prezzi indicati sono espressi in Euro, possono essere modificati senza preavviso e si intendono sempre resa franco nostro stabilimento. Tali quotazioni 
si riferiscono alla sola merce senza imballo salvo diversa indicazione all’interno del listino. I materiali che saranno ordinati a frazione di confezione 
avranno un aumento pari al 15% (quindici) sul prezzo di listino.

BLC-I botola accesso canale lamiera 
circolare

BLC-I-100 316,38€

BLC-I-125 316,38€

BLC-I-140 316,38€

BLC-I-160 316,38€

BLC-I-200 342,59€

BLC-I-250 342,59€

BLC-I-315 342,59€


