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Generalità

Caratteristiche tecniche

Dimensionali

Dati tecnici

Classi di filtrazione:
•	 standard EU4 o EU5.

La temperatura operativa massima:
•	  120°C
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ødnom 
(mm)

L
(mm)

Surface area 
(m3)

Weight
(kg)

100 220 +/- 20 0.04 0.03

125 260 +/- 20 0.05 0.05

160 340 +/- 20 0.08 0.09

200 420 +/- 25 0.13 0.13

250 540 +/- 30 0.22 0.21

315 670 +/- 30 0.36 0.33

400 960 +/- 35 0.55 0.54

500 1100 +/- 50 0.69 0.96

630 1350 +/- 50 1.37 1.34

Description
F-STR duct filters are designed for installation at the point of 
connection between round ducts and ventilation fittings. The 
conical filter element form provides better filtration efficiency 
and reduces the pressure loss across the filter.
The standard filtration class is EU4 or EU5.
The maximum operating temperature is 120˚C.

Maximum recommended flow velocity:
class EU3 — V = 14 m/s
class EU4 — V = 10 m/s
class EU5 — V = 4.5 m/s

Dimensions

Duct filters

F-STR

Product code example
Product code:  F-STR  -  aaa  -  E4

type
Ød
filtration class

I filtri per canali sono progettati per l’installazione nel punto di 
connessione tra condotti rotondi e raccordi di ventilazione.

La forma conica dell’elemento filtrante offre una migliore efficienza 
di filtrazione e riduce la perdita di pressione attraverso il filtro.

filtro a conoFPC 

Ød nom
(mm)

L
(mm)

Superficie
(m3)

Peso
(kg)

100 220 +/- 20 0,04 0,03

125 260 +/- 20 0,05 0,05

160 340 +/- 20 0,08 0,09

200 420 +/- 25 0,13 0,13

250 540 +/- 30 0,22 0,21

315 670 +/- 30 0,36 0,33
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Duct filters
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Product code example
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Ød
filtration class
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Filters

ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.
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Pressure loss:
It is highly recommended that the total final pressure loss 
should be set at: Pk = 1.5Pt — check the value of Pt in the 
charts below.

EU5 filtration class

EU4 filtration class

EU3 filtration class

Technical specifications

Duct filters

F-STR

G3 M5
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Prezzi

Primo filtro prezzi

Note

Nota bene:
I prezzi indicati sono espressi in Euro, possono essere modificati senza preavviso e si intendono sempre resa franco nostro stabilimento. Tali quotazioni 
si riferiscono alla sola merce senza imballo salvo diversa indicazione all’interno del listino. I materiali che saranno ordinati a frazione di confezione 
avranno un aumento pari al 15% (quindici) sul prezzo di listino.

CODICE €

filtro a conoFPC

FPC-3-100 15,16€

FPC-3-125 17,02€

FPC-3-160 19,13€

FPC-3-200 22,04€

FPC-3-250 25,81€

FPC-3-315 28,67€

FPC-5-100 18,38€

FPC-5-125 21,04€

FPC-5-160 23,95€

FPC-5-200 26,66€

FPC-5-250 31,48€

FPC-5-315 36,15€


