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Generalità

Caratteristiche tecniche

Dimensionali

Prezzi a richiesta

Giunti antivibranti in acciaio zincato e poliestere/PVC per unire i due 
tronchi di canali circolari senza trasmettere vibrazioni.
 
Il connettore flessibile del condotto attutisce le vibrazioni generate 
dall'apparecchiatura per prevenire vibrazioni e rumore nelle 
canalizzazioni e garantire migliori prestazioni acustiche del sistema 
di ventilazione.

giunto antivibrante per canali circolariGARF

Caratteristiche materiale:
•	 telaio in acciaio zincato
•	 inserto in poliestere/PVC

Temperatura di utilizzo:
•	 da -30°C a + 80°C

Prezzi a richiesta:
•	 misure fuori standard
•	 profili INOX
•	 inserto in silicone per alte temperature (fino a 260°C)

GARF Ød1mm ØD mm Ø d2 mm Ød3 n

80 132 112 9,5 4

100 152 132 9,5 4

125 177 157 9,5 4

160 212 192 9,5 6

200 253 233 9,5 6

250 303 283 9,5 6

315 378 352 9,5 8
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Length sizes available on request: 100, 120, 210 mm.
L = 135 (standard)
L1 = 75 (standard)

Ød1

[mm]
ØD

[mm]
Ød2

[mm]
Ød3

[mm]
n

80 132 112 9.5 4

100 152 132 9.5 4

125 177 157 9.5 4

140 192 172 9.5 6

150 202 185 9.5 6

160 212 192 9.5 6

180 232 212 9.5 6

200 253 233 9.5 6

224 277 257 9.5 6

250 303 283 9.5 6

280 343 317 9.5 8

300 363 339 9.5 8

315 378 352 9.5 8

355 418 392 9.5 8

400 464 438 9.5 8

450 514 488 9.5 8

500 564 538 9.5 8

560 634 600 9.5 12

600 676 641 9.5 12

630 704 670 9.5 12

710 784 750 9.5 12

800 874 840 9.5 16

Dimensions

Flexible duct connectors with steel flanges

ILA-FLS

Description
ILA-FLS flexible duct connectors are based on ILA units provided 
with additional FLS steel flanges to improve their stiffness. 
They are most often used for connecting air handling units, 
heat recuperation units, and duct fans. The flexible duct 
connector deadens the vibration generated by the equipment 
to prevent vibration and noise in the ductwork and ensure 
improved acoustic performance of the ventilation system. The 
flexible piece is made from AMT balancing tape, a standalone 
product available in different sizes and materials, including a 
heat-resistant version. 

Available materials - Product code example
ILA-K... – galvanized steel sheet
ILA-FLS-K-... - 1.4301/304 stainless steel sheet

Product code example
Product code:  ILA-FLS  -  aaa

type
Ød1


