
Generalità

Caratteristiche tecniche
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Version 2

Version 1

Version 3

XPCL

TPCL

Versions

Dimensions

Ventilation T-pieces and X-pieces are available in several types 
and forms, depending on the size, diameter and standard 
or custom dimensioning. T-pieces and X-pieces are straight 
pieces of ductwork, provided with 90-degree branches, equal 
to or smaller than the main duct size. The pieces feature a 
neat finish with seam welds that require no additional sealing 
to maintain air tightness class D according to EN 12237 for 
an added value. 

TPCL – full-bore T-piece with an EPDM gasket
XPCL – full-bore four-way piece with an EPDM gasket

The table contains numbers for the versions described below:
1. T-piece fabricated with an SPL collar saddle, fastened to 

the duct with rivets and caulked at the joints.
2. T-piece fabricated with an SPP full-size collar saddle, 

fastened to the bottom part with seam welds, requires no 
additional sealing.

3. T-piece fabricated with the SPSL short segmented collar 
saddle, designed for non-standard duct sizes and branches 
sized above 400 mm.

Available materials - Product code example
TPCL-... -... -... - galvanized steel sheet
TPCL-K-.. -...-... - 1.4301/304 stainless steel sheet 
TPCL-K-.. -...-...-316L  - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
TPCL-A-...-...-...   - AW-1050A H24 aluminium sheet
TPCL-CU-...-...-... - M1E z4 copper sheet

Description

T-pieces and X-pieces with gaskets

TPCL/XPCL

Product code example
Product code:   XPCL  -  aaa - bbb - ccc 

type
Ød1
Ød3
Ød4

Dimensionali

PRO:
•	 conformi normative UNI EN 12237, UNI EN 1506 e UNI EN 

13779
•	 guarnizione di tenuta in gomma sintetica EPDM

Raccordo a T per canali in lamiera dotati di rami a 90 gradi, uguali 
alla dimensione del condotto principale.

raccordo a T in lamieraTEZA 

Caratteristiche materiale:
•	 T stampata in lamiera di acciaio zincata

Reazione al fuoco:
•	 classe 0

Destinazione materiale:
•	 installazione in controsoffitto o “a vista”

Ingombro:
•	 le dimensioni indicate sono quelle della sezione utile interna (attacco maschio)

Sistema di tenuta:
•	 guarnizioni a doppio labbro a profilo omogeneo in gomma sintetica EPDM resistente all’invecchiamento, all’ozono 

ed all’irraggiamento UV. Tollera temperature da -30°C a 100°C

TEZA ød1
mm

ød3
mm

L
mm

H
mm

80 80 126 52
100 100 126 65
125 125 155 83
150 150 204 95
160 160 229 105
200 200 292 125
250 250 368 150
315 315 428 182
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Version 2

Version 1

Version 3

XPCL

TPCL

Versions

Dimensions

Ventilation T-pieces and X-pieces are available in several types 
and forms, depending on the size, diameter and standard 
or custom dimensioning. T-pieces and X-pieces are straight 
pieces of ductwork, provided with 90-degree branches, equal 
to or smaller than the main duct size. The pieces feature a 
neat finish with seam welds that require no additional sealing 
to maintain air tightness class D according to EN 12237 for 
an added value. 

TPCL – full-bore T-piece with an EPDM gasket
XPCL – full-bore four-way piece with an EPDM gasket

The table contains numbers for the versions described below:
1. T-piece fabricated with an SPL collar saddle, fastened to 

the duct with rivets and caulked at the joints.
2. T-piece fabricated with an SPP full-size collar saddle, 

fastened to the bottom part with seam welds, requires no 
additional sealing.

3. T-piece fabricated with the SPSL short segmented collar 
saddle, designed for non-standard duct sizes and branches 
sized above 400 mm.

Available materials - Product code example
TPCL-... -... -... - galvanized steel sheet
TPCL-K-.. -...-... - 1.4301/304 stainless steel sheet 
TPCL-K-.. -...-...-316L  - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
TPCL-A-...-...-...   - AW-1050A H24 aluminium sheet
TPCL-CU-...-...-... - M1E z4 copper sheet

Description

T-pieces and X-pieces with gaskets

TPCL/XPCL

Product code example
Product code:   XPCL  -  aaa - bbb - ccc 

type
Ød1
Ød3
Ød4
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Come ordinare

Esempi di ordine:
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Prezzi

TEZA100 Raccordo a T 90° Ø100-100mm 

TEZA 100

Raccordo a T

Diametro canale

raccordo a T in lamieraTEZA 

CODICE €

Raccordo a T in lamiera per canale

TEZA080 21,90€

TEZA100 24,62€

TEZA125 30,07€

TEZA150 42,93€

TEZA160 41,66€

TEZA200 59,33€

TEZA250 77,70€

TEZA315 114,09€


