
Generalità

Caratteristiche tecniche
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ødnom

(mm)
Weight

(kg)

80 0.10

100 0.10

125 0.10

150 0.20

160 0.20

180 0.30

200 0.30

250 0.60

Dimensions

The end cap is pressed. The end cap is a female piece mounted 
at the end of a fitting with or without a gasket to blind it. The 
class of air tightness of a gasket-free joint can be improved by 
wrapping the end cap joint and the screws or rivets used to 
fasten it to the duct with the TAL, TALE, or DUCT sealing tape. 

Available materials — Product code example
CPF-...  – galvanized steel sheet

Description

Pressed end cap without a gasket

CPF

Product code example
Product code:   CPF    -  aaa

type
Ød

Caratteristiche materiale:
• tappo femmina per condotte di distribuzione aria realizzate in lamiera zincata

Reazione al fuoco:
• classe 0

Destinazione materiale:
• installazione in controsoffitto o “a vista”

Prezzi a richiesta:
• diametri non indicati in tabella, trattamenti superficiali diversi (es. ramatura)

Tapo femmina in lamiera zincata per canali in lamiera zincata 
(CZA).

tappo femmina in lamiera zincataTZAF

Dimensionali

Come ordinare

TZAF Ød 
mm

80

100

125

150

160

200

250

Tappo femmina in lamiera

Diametro mm (vedi dimensionali)

TZAF 100

163

Ø
d

Ro
u

n
d

 d
u

cts an
d

 fi
ttin

g
s

ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ødnom

(mm)
Weight

(kg)

80 0.10

100 0.10

125 0.10

150 0.20

160 0.20

180 0.30

200 0.30

250 0.60

Dimensions

The end cap is pressed. The end cap is a female piece mounted 
at the end of a fitting with or without a gasket to blind it. The 
class of air tightness of a gasket-free joint can be improved by 
wrapping the end cap joint and the screws or rivets used to 
fasten it to the duct with the TAL, TALE, or DUCT sealing tape. 

Available materials — Product code example
CPF-...  – galvanized steel sheet

Description

Pressed end cap without a gasket

CPF

Product code example
Product code:   CPF    -  aaa

type
Ød



Catalogo generale e listino prezzi 2022.003152

Prezzi

Nota bene:
I prezzi indicati sono espressi in Euro, possono essere modificati senza preavviso e si intendono sempre resa franco nostro stabilimento. Tali quotazioni 
si riferiscono alla sola merce senza imballo salvo diversa indicazione all’interno del listino. I materiali che saranno ordinati a frazione di confezione 
avranno un aumento pari al 15% (quindici) sul prezzo di listino.TA
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tappo femmina in lamiera zincataTZAF

Tappo femmina in lamiera 

CODICE €

TZAF080 8,57€

TZAF100 8,57€

TZAF125 9,34€

TZAF150 8,88€

TZAF160 9,81€

TZAF200 12,67€

TZAF250 18,38€

TZAF315 71,62€


