
Generalità

Caratteristiche tecniche
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Materiale:
•	 acciaio zincato 
•	 guarnizione in gomma EPDM nera

Collare di staffaggio in acciaio zincato per condotti circolari con 
attacco femmina M8 con rivestimento ammortizzante in EPDM.

collare di staffaggio con guarnizioneVSZA

Dimensionali

Come ordinare

VSZA Ød1 
nominale

80
100
125
150
160
180
200
250
315

Collare di staffaggio in lamiera

Diametro nominale mm (vedi dimensionali)

VSZA 200

Esempi di ordine:

VSZA200 Collare di staffaggio per tubo spiro in lamiera Ø 200mm con guarnizione.
VSZA250 Collare di staffaggio per tubo spiro in lamiera Ø 250mm con guarnizione.
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

CLRL/CLR suspension rings are two-piece circular clamps 
fastened together with a pair of steel bolts. One of the 
fastening lug pairs is latched in the suspension rings of up to 
400 mm in diameter to increase the ease of clamping around 
the ventilation duct. Suspension rings in this diameter range 
are installed with an M8/M10 rivet nut on a threaded rod or 
a stud bolt. Suspension rings in the diameter range d < 450 
mm need to be fastened with two threaded rods. As a result, 
rivet nuts are not required for these product sizes. Installation 
bolts and nuts are included.

CLR  — two-piece suspension ring
CLRL  — two-piece suspension ring with an EPDM damping 
liner.
 
Available materials — Product code example
CLRL-... — galvanized steel sheet
CLRL-K-... — 1.4301/304 stainless steel sheet 
CLRL-K-...-316L  — 1.4404/316L stainless steel sheet,

 molybdenum-enriched 

Description

Two-piece suspension ring for ventilation ducts

CLRL/CLR
Dimensions

Ød1 nom

(mm)
Weight

(kg)
Ød1 nom

(mm)
Weight

(kg)

80 0.2 400 0.5

100 0.2 450 0.6

112 0.2 500 0.6

125 0.2 560 0.7

140 0.2 600 0.7

150 0.2 630 0.8

160 0.2 710  0.9

180 0.3 800 1.1

200 0.3 900 1.2

224 0.3 1000 1.3

250 0.3 1120 1.5

280 0.3 1250 1.6

300 0.4 1400 1.9

315 0.4 1500 2.0

355 0.5 1600 2.2

For diameters Ød1  ≥ 450 mm

For diameters Ød1 ≤ 400 mm

*Suspension rings in diameters of d1 ≥ 450 mm are made 
without rivet nuts and suspended with two PG threaded rods. 
  Installation bolts and nuts are included.

 Recommended spacing: 
ca. 2 metres

Product code example
Product code:  CLRL  -  aaa

type
Ød

174

d1

d
1V

en
ti

la
ti

o
n

 a
cc

es
so

ri
es

ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

CLRL/CLR suspension rings are two-piece circular clamps 
fastened together with a pair of steel bolts. One of the 
fastening lug pairs is latched in the suspension rings of up to 
400 mm in diameter to increase the ease of clamping around 
the ventilation duct. Suspension rings in this diameter range 
are installed with an M8/M10 rivet nut on a threaded rod or 
a stud bolt. Suspension rings in the diameter range d < 450 
mm need to be fastened with two threaded rods. As a result, 
rivet nuts are not required for these product sizes. Installation 
bolts and nuts are included.

CLR  — two-piece suspension ring
CLRL  — two-piece suspension ring with an EPDM damping 
liner.
 
Available materials — Product code example
CLRL-... — galvanized steel sheet
CLRL-K-... — 1.4301/304 stainless steel sheet 
CLRL-K-...-316L  — 1.4404/316L stainless steel sheet,

 molybdenum-enriched 

Description

Two-piece suspension ring for ventilation ducts

CLRL/CLR
Dimensions

Ød1 nom

(mm)
Weight

(kg)
Ød1 nom

(mm)
Weight

(kg)

80 0.2 400 0.5

100 0.2 450 0.6

112 0.2 500 0.6

125 0.2 560 0.7

140 0.2 600 0.7

150 0.2 630 0.8

160 0.2 710  0.9

180 0.3 800 1.1

200 0.3 900 1.2

224 0.3 1000 1.3

250 0.3 1120 1.5

280 0.3 1250 1.6

300 0.4 1400 1.9

315 0.4 1500 2.0

355 0.5 1600 2.2

For diameters Ød1  ≥ 450 mm

For diameters Ød1 ≤ 400 mm

*Suspension rings in diameters of d1 ≥ 450 mm are made 
without rivet nuts and suspended with two PG threaded rods. 
  Installation bolts and nuts are included.

 Recommended spacing: 
ca. 2 metres

Product code example
Product code:  CLRL  -  aaa

type
Ød

Distanza consigliata: ca. 2 metri
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Prezzi

CODICE €

Note

Nota bene:
I prezzi indicati sono espressi in Euro, possono essere modificati senza preavviso e si intendono sempre resa franco nostro stabilimento. Tali quotazioni 
si riferiscono alla sola merce senza imballo salvo diversa indicazione all’interno del listino. I materiali che saranno ordinati a frazione di confezione 
avranno un aumento pari al 15% (quindici) sul prezzo di listino.CO
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Collare di staffaggio con guarnizione

collare di staffaggio con guarnizioneVSZA

VSZA080 5,64€

VSZA100 6,18€

VSZA125 7,34€

VSZA150 8,11€

VSZA160 8,88€

VSZA180 10,04€

VSZA200 10,43€

VSZA250 13,13€

VSZA315 15,45€


